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Ultra safe Bluetooth monitoring Over 4,000 cycles
Heating system 

optional

Remote diagnostics 
and upgradation Zero Maintenance Waterproof IP67
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Marine battery
Specifications

Electrical 
Specifications 12V

12.8V

105Ah 160Ah

Energy 1.34Kwh 2.04Kwh

Cycle life >4,000 cycles

Mechanical
Specifications

Dimensions (L x W x H) 318*175*190mm
12.52x6.89x7.48"

328*172*235mm          
12.91x6.77x9.25"

Weight 10.8KG (23.8lb) 16.1KG(35.5lb)

rating ABS, IP67

Charge & Discharge
Specifications

Charge  current 50A

Continuous discharge
current 100A

Peak discharge
current 200A

CCA 1200

Max. charge voltage 14.6V

Cut-off voltage 10V

Battery management
system(BMS) Yes, built-in BMS protection
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Jet ski starting
Specifications

Electrical
Specifications 12V

12.8V

20Ah 40Ah

Energy 256wh 512wh

Cycle life >4,000 cycles

Mechanical
Specifications

Dimensions (L x W x H) 197*128*220mm
7.76x5.04x8.66"

197*128*220mm 
7.76x5.04x8.66"

Weight 3.5KG (7.7lb) 5KG(11lb)

rating ABS, IP67

Charge & Discharge
Specifications

Charge  current 10A 20A

Continuous discharge
current 20A 40A

Peak discharge
current 40A 80A

CCA 200A 500A

Max. charge voltage 14.6V 14.6V

Cut-off voltage 10V 10V

Battery management
system(BMS) Yes, built-in BMS protection
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Truck Starting
Specifications

01

Electrical
Specifications 2pcs in series for 24V 24V

12.8V 25.6V

105Ah 105Ah 160Ah

Energy 1.34Kwh 2.68Kwh 4.09Kwh

Cycle life >4,000 cycles

Mechanical 
Specifications

Dimensions (L x W x H) 318*175*190mm     
12.52x6.89x7.48"

350*340*237.4mm     
13.78x13.39x9.35"

500*435*267.4mm          
19.69x17.13x10.53"

Weight 10.8KG (23.8lb) 30KG (66.1lb) 45KG(99.2lb)

rating ABS, IP67 Steel, IP67

Charge & Discharge 
Specifications

Charge  current 50A

Continuous discharge 
current 100A

Peak discharge
current 200A

CCA 1200

Max. charge voltage 14.6V 29.2V

Cut-off voltage 10V 20V

Battery management 
system(BMS) Yes, built-in BMS protection
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Truck Starting
Specifications

02

Electrical
Specifications 24V

25.6V

200Ah 300Ah

Energy 5.12Kwh 7.68Kwh

Cycle life >4,000 cycles

Mechanical
Specifications

Dimensions (L x W x H) 480*405*272.4mm
18.90x15.94x10.72"

405*445*272.4mm
15.94x17.52x10.72"

Weight 50KG(110.2lb) 60KG(132.3lb)

rating Steel, IP67

Charge & Discharge
Specifications

Charge  current 50A

Continuous discharge
current 100A

Peak discharge
current 200A

CCA 1200

Max. charge voltage 29.2V

Cut-off voltage 20V

Battery management
system(BMS) Yes, built-in BMS protection
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Lithium car starting 
Specifications

Electrical
Specifications 12V

12.8V

60Ah 80Ah

Energy 768Wh 1024Wh

Cycle life >4,000 cycles

Mechanical
Specifications

Dimensions (L x W x H) 230*175*200mm
9.06x6.89x7.87"

260*175*221mm
10.2x6.89x8.7"

Weight 6.5KG (14.3lb) 8.5KG(18.7lb)

rating ABS, IP67

Charge & Discharge
Specifications

Charge  current 30A 40A

Continuous discharge
current 60A 80A

Peak discharge
current 120A 160A

CCA 800A

Max. charge voltage 14.6V

Cut-off voltage 10V

Battery management
system(BMS) Yes, built-in BMS protection
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